
Back Saver A

FEATURES

• Light weight

• Low height

• Rugged construction

• Small footprint 
(base dimensions)

• Can be used in 
conjunction with 
existing rig slips
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BENEFITS
• Increases safety on the rig floor (reduces the

potential for injuries)

• Automated operation can reduce 

personnel needed on rig floor

• Extends slip and insert life by properly

setting the slips each time

• Fail safe (In the event of power loss)

• Easy to install

• Weight - 350 lbs (without slip segments)

• Height - 23-1/2" (Raised) - 6" (Lowered)

• Base Dimensions 43.42" X  23-58" X 13.27”

• Base opening 20.20"

• Minimum Air pressure - 65 psi
• Minimum Hydraulic pressure - 1000 psi

TECHNICAL SPECIFICATIONS

Access Oil Tool Inc. is a leading manufacturer and supplier of tubular handling equipment for drilling contractors,
operators, and service companies worldwide. For 20 years, Access has built its reputation on developing and
manufacturing high quality manual and power operated pipe handling tools.
Manual Tools - Elevators, Slips, Spiders, Tongs, Safety Clamps, Scrapers, Stabbing Guides, Bowls and Kelly Drive Bushings.
Powered Tools - Access BackSaver®, Kelly Spinner, Phantom Mouse® MouseholeTool, Twister Torque® and Twister Spin®.
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